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StorTrends® 1300n

ManageTrends™ 2.7
1U NAS Storage Appliance

HIGHLIGHTS

1, 2 or 4 TB NAS storage appliance

4 Hot-swappable SATA Drives

Enhanced Reliability with Redundant 450W

Power Supply and Smart UPS Support

e Volume Replication

- Asynchronous (Snapshot-assisted)

- WAN-Optimization Data Services (WDS)
featuring Deduplication, Encryption, and

Link Acceleration
e Advanced Snapshots
- Redirect on Write (ROW)

- Up to 1022 snapshots (R/O and R/W) per

volume

- Up to 2044 snapshots per appliance

- Snapshot scheduling for NAS
- Rollback from any snapshot
- Random snapshot deletion

Network Teaming

Failover / Failback

Uses existing Ethernet infrastructure
Software RAID support: RAID levels O, 1, 5
Supports major file transfer protocols

The StorTrends® 1300n is an affordable 1U, rack-mount storage appliance that offers
support for both block and file data. It provides a reliable way to manage and store
valuable business data without complexity. Easy to install, the StorTrends 1300n enables
an administrator to coordinate all functions related to the discovery, management,
tracking and planning for future storage growth.

AMI’s StorTrends® 1300n NAS
appliance make it simple to
centralize file data storage from
Windows, UNIX, Linux, and Mac
clients across an existing
Ethernet network.

The StorTrends 1300n offers
maximum data protection with
RAID5 and network
connectivity for major operating
systems, perfect for workgroups
or departments that are
experiencing rapid data growth.

Administrators can save time and
money by deploying StorTrends
1300n NAS appliances. Adding
capacity with AMI’s StorTrends
1300n means no interruptions,
with improved disk utilization.

Asynchronous replication
bundles 1/0s and sends them to
the remote server, boosting
network utilization efficiency and
reducing bandwidth cost. When
combined with the revolutionary
WDS feature included in the
asynchronous replication
module, the system take
advantage of a “triple-threat” of
data deduplication, data
encryption and link optimization
to reduce data transmission and
bandwidth usage by several
factors over conventional
replication speeds.

For improved reliability and
disaster prevention, the
StorTrends 1300n features a
redundant 450W power
supply, as well as Smart UPS
support, which allows the
appliance to seamlessly switch
over to UPS power in the event of
a power failure and initiate a
graceful shutdown.

Data security is enhanced by the
advanced snapshot
capabilities of the StorTrends
1300n. With its low-overhead
Redirect-onWrite (ROW)
technology, the administrator has
the power to rollback, review,
and mount data snapshots to
recover lost data quickly and with
precision, just moments after a
catastrophe.

StorTrends appliances can be
managed by the integrated
ManageTrends™ web-based
GUI, which provides discovery
and management of multiple
StorTrends appliances deployed
across the network.
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